Q.  O.K.  Now, back to the day that the notice
was issued.  You say there is a 42-inch wide
conveyor belt in a 16—15-foot, six-inch wide
entryway.  Was it in the middle, to one side?
Was there any problem with actually having
24-inch clearance, 24-inch distance between
the edge of the conveyor belt and let's say, the
rib?
A.  No, there would have been 24-inch clearance
on both sides.  It would be highly improbable,
except we had a large pile of roof not to have
24 inches, 24-inch clearance.  When you've got
seven feet, it doesn't block up and when you've
got approximately six feet on each side, it
doesn't block up.
Now, you may have a rib that slushes down
and there's tripping and stumbling going on
there and where you could stumble going over
some materials; we have had instances of falls
on belts where the examiner in his examination
could walk to this point, mark it out, do the
bad roof timbers, large rocks that couldn't be
moved, he'd walk to the next cross-cut which
would be on 75-feet centers and look both ways
on the belt there, go to the next one.  But
you can't require a certified examiner to go in
a place that could present him a hazard.  He
is not required to do that and he does not.
Q.  When the notice was issued, it was primarily
directed at the fact that although there was a
travelway on both sides of the belt that there
was foreign material that was just blocking
the travelway itself, it was not requiring us
to actually cut a travelway?
A.  No.  The space, the height, the width is
there.  We have not maintained .a stumblefree
environment on the opposite of the walkway
side of the belt.  We will perform some work
there if there is an accumulation of coal that
we will clean up, but the normal rock falls
have maybe a piece of heather board that's
fell out, we don't clean that, because our
examiners -- the belt being 48 inches wide and
36 inches wide, surely you can see across that
far across the belt.
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